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Not recommended to be installed in high moisture areas, such as bathrooms 
and steam rooms.

Step 1. Start at one end of the ceiling. Measure and mark with a chalk line, 3/4” (or use the 
crown molding you will finish the ceiling with to decide distance) from the wall. If your walls 
are crooked, please take that into consideration when installing your starting panels. 

Step 2. Use a stud finder to located the ceiling studs. Use galvanized crown staples (See 
Step 3 for staple size) to secure the bottom of the panel to the ceiling studs. Make sure the 
panel groove is facing out! (See Detail B) 

Step 3. Next, use galvanized crown staples on the top lip of the starting panel to secure it 
to each ceiling stud (See Detail A). Use 1/4” x 1” staples if installing directly to studs or 
1/4“ x 1-1/2” if installing on drywall.

NOTE: Be aware of any cables, electrical wires or pipes running inside the ceiling and 
adjust your staple length and/or pattern accordingly. 

Step 4. Continue along the wall, placing the next panel into the groove of the last one and 
securing it with a crown staple at the lip on every stud. Offset the joints as indicated on the 
drawing to the right. 

Step 5. When you approach holes for lighting stuctures, be sure to measure and mark the 
location for the light. When you are finished planking the entire ceiling, go back and cut out 
the holes for the lights using a hole saw. 

Step 6. Finish the sides of the ceiling with a crown molding that matches the color of your 
other trim (See Detail B). 
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