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Not recommended to be installed in high moisture areas, such as bathrooms 
and steam rooms.

Step 1. Establish a level line at the bottom of the wall. Measure and mark with a chalk line, 
3/4” up from the highest point on the floor to start building your panels (See Detail A). This is 
to avoid any possible contact with water.

Step 2. Use a stud finder to locate the wall studs. Either add small beads of construction ad-
hesive to the bottom back side of the panel to glue it to the dry wall or use galvanized crown 
staples. (See Step 3 for staple size) to secure the bottom of the panel to the wall studs. 
Make sure groove is facing up!

Step 3. Next, use galvanized crown staples on the top lip of the starting wall panel to secure 
it to each wall stud. (See Detail B). Use 1/4” x 1” staples if installing directly to studs or 
1/4” x 1-1/2” if installing on drywall.
NOTE: If you are aware of cables or pipes running inside the wall adjust your staple 
length and/or pattern accordingly.

Step 4. Continue up the wall, placing the next panel into the groove of the last one and se-
curing it with a crown staple at the lip on every stud. Offset the joints as indicated on the 
drawing below. 

Step 5. Finish the top with a Reducer (Detail D). Inside corners can be finished with a Quar-
ter Round (Detail E), and outside corner edges can be finished with a VersaEdge (Detail F).

Step 6. We highly recommend finishing the bottom with a Wall Base (Detail G).
NOTE: Wall Base is only suitable in dry areas where there is no use of wet mopping. 
If there will be exposure to moisture use a water-proof skirting, such as a vinyl cove 
base or similar. 
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