
MANUFACTURER’S INSTRUCTIONS FOR INSTALLATION FOR LEVEL VINYL RAIL

RECOMMENDED TOOLS AND MATERIALS 

* MITER BOX    LEVEL

* HACKSAW     MEASURING TAPE

* PENCIL           DRILL

STEP 1 Safety Precautions

Check all local building codes for design load requirements for railing applications. Always use

safety equipment when installing our vinyl railing system. This product has been tested according

to ICC-ES AC174. Refer to our test reports for test results and reinforcing requirements.

STEP 2 Post Preparations

Prepare all mounting surfaces and posts where your new vinyl railing will be installed. Insure that

any slide over style trim rings for your posts are already on the posts as you will not be able to

install them after the railing has been fully constructed. Make sure the posts are level before

securing.

STEP 3 Bottom Rail

a) Determine the level placement of the bottom rail making sure that there is a 2-1/2” space from

the bottom of the rail to the standing level surface. At this point mark the mounting surface

using a pencil.

b) Mark your bottom rail with the measurement from step 3a paying close attention that the

spacing from picket to the end of your rail is equal on each side. The rail can be cut with the

aluminum inside.

c) Slide the mounting brackets on each end of the rail making sure the flat side is facing the post.

Place the rail between the posts on 2-1/2”spacing blocks. Center the bracket on the posts and

screw the bracket to the post with the screws provided.   Screw the bracket to the rail as

shown in the diagram and snap on the bottom bracket covers.

STEP 4 Top Rail & Balusters 

a) Measure the post to post distance for the top rail; deduct 1/8” from the measurement to allow

for expansion of the rail.

b) Mark your top rail with the measurement from step 4a paying close attention that the spacing

from picket to the end of your rail is equal on each side and lines up with the holes on the

bottom rail. The rail can be cut with the aluminum inside. Slide the top rail brackets onto each

end of the top rail with the flat side facing the post.

c) Beginning on one side; insert the top of each picket into the corresponding top rail routed

picket hole, working your way across the rail to the other end. Position the top mounting

brackets onto the previously marked areas making sure the railing is plum and square, now

fasten top brackets to posts.

d) Snap on your top cover brackets (2 pc) on each side of Top rail.
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