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COORDINATED LIN LUXURY VINYL
INSTALLATION INSTRUCTIONS:

CLICK VINYL PLANK

Plank and Tile Installation:

 When cutting and fitting planks or tiles into the overall layout of the room, use pieces no smaller than 8” in length
and no less than half the width of the plank or tile. For plank installations, you can use the cut-off end of one row
to begin the next row. If the cut off end is less than 8” in length, discard it and cut a new plank to ensure there is at
least 8” between end-joints in adjacent rows. Planks or Tiles should be cut using a 40 tooth carbide blade or equivalent.

 Maintain a 3/8” (10mm) expansion area at all walls and other vertical obstacles. Undercut door jambs where applicable.
Installations where rooms are very large may require a larger perimeter expansion zone, or expansion joints through the
field. The maximum distance to install without an expansion zone (transition) is 15m (48 feet). It is recommended to
include an expansion joint (transition) at all doorways. When installing transitions or mouldings, do not interfere with the
free movement of the flooring. Do not pin flooring with transitions or wall base.

 For optimal visual effect, mix planks or tiles by working from several cartons. Blend tiles into the installation, avoiding the
placement of similar plank or tile decors next to one another. This important step will assure a random and natural
appearance. For decors that have a wide variety of visual character, the installer should do a rough layout to achieve best
visual appearance prior to clicking the floor together.

 When clicking tiles or planks together, make certain that no debris is present in the groove, as this will prevent the flooring
from locking correctly.

 Install planks or tiles, starting in the left corner and begin by building two starter rows that will serve as the foundation for
the entire installation. The starting rows must be perfectly straight. The construction and placement of the two starter
rows is imperative: Each joint in these rows should be squarely aligned to all adjacent planks or tiles.

 For difficult spaces, or to cut around vertical obstructions such as pipes or posts, make a cardboard pattern or scribe
directly onto a plank. Convert patterns to the planks or tiles and cut to fit. Always maintain a minimum 10mm expansion
zone around vertical obstructions.

 If installing on a landing or on a stair tread, flooring must be glued directly to the stair tread with a permanent hard-set LVT
adhesive.

 Areas that receive direct sunlight should be glued in place to minimize the risk of expansion due to excessive temperature.
Alternately, glue the end-joints in areas that receive direct sunlight. This minimizes the risk of end-gapping associated with
expansion and contraction caused by excessive temperatures. Use floating floor tongue and groove PVA adhesive.

1. Begin Laying in the left -hand corner. Place the floorboard 6mm from the left wall. Use spacers between the wall and the floorboard.

2.Insert the end of the next floorboard at an angle into the first floor and lie down. Complete the first row the same way.
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3.Measure the length of the last plank section, leaving a 6mm space against the end wall. Hint: Place the final plank in the
row face- down and mark where to cut.

4.Start the second row with the leftover section of the previous row. The left- over section should
measure at least 20cm (8”). Otherwise use a new plank and cut so that end joints are staggered
properly with joints in the adjacent row.

5. Place the floorboard at an angle against the floorboard in the previous row. Press forward and fold down at the same time .

6. Place the short end of the floorboard at an angle against the previous installed floorboard and fold down. Ensure that the board is
positioned in the integral locking strip of the floorboard in the previous row

7. Lift both the current as well as the previous plank from this row, push to slide the current plank against the row in front so
it aligns with the previous plank. The current and previous plank can now be folded completely down to horizontal position .
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8.After 2-3 rows: adjust the distance to the front wall by placing spacers of 6mm.Keep the spacers in position during the
entire time of installation and remove once the installation is completed.

9.If the wall is uneven, the floorboards must be adapted to its contours. Mark the floorboards with contour of the wall. Do
not forget to leave 6mm of gap from the wall. This procedure shall be used also for the first row if necessary.

INSTALLING UNDER DOOR JAMBS:
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AFTER INSTALLATION:

 In bathrooms or other areas where moisture could reach the subfloor by migrating to the perimeter of the installation:
caulk around the perimeter of the installation with silicone (or equivalent) caulking. Be careful to not caulk above the
flooring height as it may impede the installation of wall base.

 Install specified transition strips where applicable.
 Never slide appliances or other heavy items across the floor. Use plywood and a hand dolly or an approved air-ride moving

device.
 To control grit, use walk-off mats with backings that will not stain thefloor.
 Use furniture glides and protectors to prevent scratching andindentations.
 Read and understand all maintenance and warranty information.
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